GAS 3200 WM BIOGAS ANALYZER

Compact IP65 Wall-mount BIOGAS Analysis System for continuous measure on one process point

Biogas analysis systems are the best tooling to help you

* to check whether the biogas is still being produced to decide when the
land can be reclaimed.
+ to check the quality of the biogas being produced prior to use in some

industrial processes.
+ For controlling gas emanations from waste water treatment processes.

GAS 3200 WM BIOGAS Analyser offers a complete and compact wall-mount
analysis solution for the continuous monitoring of 05 - CO; - CHy - H.S.

Biogas Analyzer
CHi. 55.46 % CO.. 38.92 %
0:.00.30 % H-S. 3011 m

Presentation

GAS 3200 WM BIOGAS is a compact wall-mount biogas analysis system
integrated in a robust stainless steel enclosure IP65 for indoor or outdoor
installation under a protective canopy against rain, snow deposit and direct
sunlight radiations.

The cabinet includes the gas sampling and conditioning circuit and the biogas
analyser for the confinuous analysis of CHy and CO; with non-dispersive
infrared dual beam detectors (NDIR) integrated in & thermo-regulated
enclosure for higher stability, O, with a galvanic fuel cell and H,5 with specific
industrial electrochemical cell. The analyser has a programmable auto-
zeroing function and provides reliable measuring results.

See also GAS 3200 R BIOGAS technical data sheet .

When installed outside, the cabinet integrates an intelligent heater to
maintain the internal temperature of the cabinet to +8°C for outside
temperatures down to -15°C.

Components are easily accessible via the front hinged door with window for
visual control.

Gas analysis systems are delivered "ready
for use". Only gas, electrical (power and  The analyser provides analogue (4-20mA) and digital (contacts) outputs
output signals) and drain connections  signals that can be reported to an external programmable controller (PLC).

have to be done on site.
Not contractual pictures and technical specifications; Doc. GAS 3200 WM BIOGAS EN12vD

Gas Detection and Analysis
Industrial Processes Gas Monitoring
Landfill & Environmental Gas Monitoring
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INTERNAL VIEW GAS 3200 WM BIOGAS ANALYSER

1 GAS 3200 R BIOGAS analyzer

2 AO terminals (4-20mA) + RS232

3 DO contacts for low and high gas alarms

4 DO contacts for water drain valves

5 Breaker circuit with 220 VAC power
terminals

6 Diaphragm gas sampling pump 4L/min

7 By-pass flowmeter gas sampling pump

8 Flow indicator gas sample (1L/min)

9 Gas cooler (gas dew point +4°C)

10 | Peristaltic pump

11 |Filters

12 |In-line charcoal filter on zero air inlet of gas
analyzer

13 | Gasinlet port with flame arrestor

14 | Manual stainless steel valves for measure /
calibration mode selection

15 |Stainless steel cable gland for 0,75mm? cable
for 4-20mA output signals

16 |Stainless steel cable gland for 3x 1,5mm?
cable for power supply

Optional

Pressure regulation for biogas delivered in
pressure

Internal heater (instead of gas cooler) for
outdoor installation

Custom made systems on request
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Cabinet for outdoor installation
with internal heater







